
ELECTRICAL SPECIFICATION 

Nominal Maximum Power (Pm) 190 W 

Voltage at Maximum Power (Vmpp) 36,5 V 

Current at Maximum Power (Impp) 5,20 A 

Open Circuit Voltage (Voc) 45,2 V 

Short Circuit Current (Isc) 5,62 A 

Module Efficiency (%) 14,9 % 

Tolerance 0 to + 5 W 

Pmpp - 0,45 %/ºC 

Voc -0,34 %/ºC 

Isc +0,05 %/ºC 

NOCT 45 ± 2 ºC 

* Under Standard Test Condition (STC): 1000 W/m2 Irrandiance AM 1.5 spectrum and 25ºC cell temperature 

MECHANICAL DATA 

Maximum System Voltage 1000 V/DC (IEC) 

Working Temperature -40 ºC to + 85 ºC Max. Reverse 

Maximum Reverse Current (Ir)   15 A 

Mechanical load 7400 Pa 

Protection Class  II 

Fire protection  C 

Resistance ≥ 100 M 

WORKING DATA 

Solar Cell Monocrystalline 

Cell Size 125 x 125 mm 

Cell configuration 6 x 12 (72) 

Weight 15,5 kg 

Module size 1580 x 808 x 35 mm2 

Cable Length 1000 mm 

Cable section 4 mm2 

Number of bypas diodes  3 / 6 

Frame Anodized Aluminum 

Juntion Box type IP 67 

FEATURES 

• Positive Tolerance 0+5W Series. 
• Excellente low irradiation performance. 
• Fully automated soldering process. 
• High module conversion efficiency up to 14,9 %. 
• International certificates to ensure the best quality and performance. 
• Manufacturing process certified under the ISO 9001 standars. 


